


EXPLANATION:

L—1 GROUNDWATER MONITORING WELL LOCATION AND
@ GROUNDWATER ELEVATION IN FEET ABOVE MEAN
SEA LEVEL (USING CORRECTION FACTORS FROM
(2881.84)  GYROSCOPE DIRECTIONAL SURVEY)

LPW—1 PIEZOMETER LOCATION AND GROUNDWATER
ELEVATION IN FEET ABOVE MEAN SEA LEVEL
(USING CORRECTION FACTORS FROM GYROSCOPE
(3000'86) DIRECTIONAL SURVEY)

— e e APPROXIMATE FAULT LOCATION

CONTOUR LINE SHOWING GROUNDWATER
POTENTIOMETRIC SURFACE ELEVATION

290,
O\ (CONTOUR INTERVAL = 50 FEET)

—r- DIRECTION OF GROUNDWATER FLOW

NOTE:
GROUNDWATER CONTOURS HAVE BEEN INFERRED BASED ON
THE CURRENT UNDERSTANDING OF GEOLOGIC CONDITIONS.

REFERENCE:

SAN BERNARDINO COUNTY SOLID WASTE MANAGEMENT
DEPARTMENT, CAD MAP AS OF 11/3/98.
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FIGURE 6—1

DECEMBER 1999 GROUNDWATER EQUIPOTENTIAL CONTOURS

WATER QUALITY MONITORING REPORT
FOURTH QUARTER (FALL)/ANNUAL 1999
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